














Body Specification

2 x powder coated handrails fitted O/S of body near rear axle, body
raised warning with in cab light and buzzer, conspic markings fitted to
conform with current C & U regulations, side guards fitted to both side
of the vehicle on galvanised brackets.

Galvanised parts:

» Shovel rack mounted on front bulkhead.

* Bolt on rear push bar.

* Rear under run bumper.

* Galvanised bolt on sheet roller cover prepared for sheet system.

» Galvanised fixed ladders will be fitted where possible, otherwise
folding ladders.

Prior to fitting, the body is shot blasted and finished in a two pack
paint, single flat colour, in RAL code. This comes with a two year anti-
corrosion warranty.

Tipping gear is EDBRO TS series. The high tensile steel frame within
the TS effectively absorbs side loads imposed by the chassis during
tipping, whist protecting the cylinders from side load. With 50% more
torsional stiffness than comparable units, the TS provides ultimate
stability for the safest tipping, even in the most demanding operating
conditions.

Tel: 01869 343 511

Whilst every effort has been made to ensure the accuracy of the information in this spec sheet, some errors may occur. It is important that you do not solely rely upon this information, but that you
check with your dealer any items you feel will affect your decision to purchase this vehicle. No liability for loss or damage resulting from errors or misleading information will be accepted by Kel-Berg
Trailers & Trucks Ltd. This specification is for guidance only and does not constitute an offer of sale or guarantee of the specification of this vehicle. All specifications are subject to change without
notice and/or verification. E&OE.

Email: info@kelberg.com



